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protection
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. Earthing products are essential for the safety
of both people and electrical installations.
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Earth conductors

Dimensions and materials according to DIN EN 62561-2

Earthing straps

Galvanised steel

Art.Gr.

500

100014 30 x 3.5 mm Galvanised steel Z 500 1 roll of 25 kg = 1 pallet =
approx. 30 m 40 rolls
100016 30 x 3.5 mm Galvanised steel Z 500 1 roll of 50 kg = 1 pallet =
approx. 60 m 20 rolls
100022 40 x 4.0 mm Galvanised steel Z 500 1 roll of 50 kg = 1 pallet =
approx. 39 m 20 rolls
100024 40 x 5.0 mm Galvanised steel Z 500 1 roll of 50 kg = 1 pallet =
approx. 32 m 20 rolls
Stainless steel
Art. no. Size Material PU Secondary packaging
100028 | 30 x 3.5 mm Art.Gr. V2A stainless steel 1 roll of 25 kg = 1 pallet =
502 according to DIN EN 62561-2 approx. 30 m 40 rolls
100031 | 30 x 3.5 mm Art.Gr. V4A stainless steel 1 roll of 25 kg = 1 pallet =
501 | | according to DIN EN 62561-2 approx. 30 m 40 rolls
100032 | 30 x 3.5 mm Art.Gr. V4A stainless steel 1 roll of 50 kg = 1 pallet =
501 | | according to DIN EN 62561-2 approx. 60 m 20 rolls
100035 | 40 x 4.0 mm Art.Gr. V4A stainless steel 1 roll of 50 kg = 1 pallet =
501 | | according to DIN EN 62561-2 approx. 39 m 20 rolls
Packaging
50 kg coils
Single coil
Packaging
25 kg coils

Rounded edges



https://www.mastertec.eu/en/product/00100014
https://www.mastertec.eu/en/product/00100016
https://www.mastertec.eu/en/product/00100022
https://www.mastertec.eu/en/product/00100024
https://www.mastertec.eu/en/product/00100028
https://www.mastertec.eu/en/product/00100031
https://www.mastertec.eu/en/product/00100035

Earth conductors

Round wires

Single coil Single coil Single coil
Single coil, galvanised Stainless steel standard Stainless steel SUPER-SOFT Aluminium round wire
- Art.Gr.
Galvanised steel 505
Material Secondary packaging
100041 <10 mm Galvanised steel Z 350 1 roll of 25 kg = 1 pallet =
approx. 40.5 m 40 rolls
100042 10 mm Galvanised steel Z 350 1 roll of 50 kg = 1 pallet =
approx. 81 m 20 rolls

Stainless steel standard

100051 | 9 10 mm Art.Gr. V2A stainless steel 1 roll of 25 kg = 1 pallet =
507 | |  according to DIN EN 62561-2 approx. 40.5 m 20 rolls
100055 | 9 10 mm Art.Gr. V4A stainless steel 1 roll of 25 kg = 1 pallet =
906 | | according to DIN EN 62561-2 approx. 40.5 m 20 rolls
100056 | 9 10 mm Art.Gr. VA4A stainless steel 1 roll of 50 kg = 1 pallet =
506 | | according to DIN EN 62561-2 approx. 81 m 10 rolls
100062 | ¥ 10 mm Art.Gr. V4A stainless steel 1 roll of 31 kg = 1 pallet =
906 | | according to DIN EN 62561-2 approx. 50 m 16 rolls

Stainless steel SUPER-SOFT

A special manufacturing procedure ensures uniformly soft quality of the wire. T
SUPER-SOFT can be unrolled very easily and lies flat without undulation. 508
100061 @10 mm SUPER-SOFT V4A 1 roll of 25 kg = 1 pallet =
according to DIN EN 62561-2, approx. 40.5 m 40 rolls

inner diameter 900 mm

= - Art.Gr.
Aluminium 509
100080 g 8 mm ALU AIMgSi soft-twistable 1 roll of 20 kg = 1 pallet =
approx. 148 m 25 rolls



https://www.mastertec.eu/en/product/00100041
https://www.mastertec.eu/en/product/00100042
https://www.mastertec.eu/en/product/00100051
https://www.mastertec.eu/en/product/00100055
https://www.mastertec.eu/en/product/00100056
https://www.mastertec.eu/en/product/00100062
https://www.mastertec.eu/en/product/00100061
https://www.mastertec.eu/en/product/00100080

Multi-purpose connecting clamps

with mushroom head bolt and protection against twisting

Art.Gr.

511

Secondary Weight
Description packaging per carton

Multi-purpose connecting clamps

with thread in lower part

Art.Gr.

511

100147 | Galvanised steel, 2-part, round/round, 1 carton 1 pallet = 5.05 kg
Clamping range: Round conductor @ 8 + 10 mm, of 50 pcs. 5600 pcs.
with M10 mushroom head bolt and protection
against twisting
100149 | V2A stainless steel, 2-part, round/round 1 carton 1 pallet = 4.45 kg
Clamping range: Round conductor & 8 + 10 mm, of 50 pcs. 5600 pcs.
with M10 mushroom head bolt and protection
against twisting
100150 | V4A stainless steel, 2-part, round/round 1 carton 1 pallet = 4.50 kg
Clamping range: Round conductor @ 8 + 10 mm, of 50 pcs. 5600 pcs.
with M10 mushroom head bolt and protection
against twisting
=)

Secondary Weight
Description packaging per carton

100157 | Galvanised steel, 2-part, round/round,
Clamping range: @ 8 + 10 mm,

M10 screw, thread in lower part

100159 | V4A stainless steel, 2-part, round/round
Clamping range: @ 8 + 10 mm,

M10 screw, thread in lower part

100153 | Aluminium, 2-part, round/round,
Clamping range: @ 8+ 10 mm,
NIRO M10 screw,

Thread in lower part

1 carton

of 50 pcs.

1 carton

of 50 pcs.

1 carton

of 50 pcs.

1 pallet =
5600 pcs.

1 pallet =
5600 pcs.

1 pallet =
5600 pcs.

4.45 kg

3.75 kg

2.60 kg

MAXI multi-purpose connecting clamp

for connection of round conductors to the
reinforcement and conductive connection of
steel reinforcement with up to @ 25 mm

Description

Art.Gr.

511

A

Secondary

packaging

Weight
per carton

100148 | Galvanised steel, round/round,
Round conductor @ 8-16 mm / @ 15-25 mm,

with mushroom head bolt and protection against twisting

1 carton

of 25 pcs.

1 pallet =
1000 pcs.

11.10 kg



https://www.mastertec.eu/en/product/00100147
https://www.mastertec.eu/en/product/00100149
https://www.mastertec.eu/en/product/00100150
https://www.mastertec.eu/en/product/00100157
https://www.mastertec.eu/en/product/00100159
https://www.mastertec.eu/en/product/00100153
https://www.mastertec.eu/en/product/00100148














































Lightning protection accessories

Art.Gr.

Accessories 530

Description

100165 | Profiled earth rod, 1 pc. 3.90 kg
Length: 1.5 m,
galvanised,

cross profile 50 x 50 mm,
with terminal lug

100206 | Earth rod for the 1 pc. 2.86 kg
construction site,

Length 1.2 m, @ 20 mm,
galvanised,

with impact tip,

Connection with clamps from
the earth rod range

100170 | Spacer for 1 carton 9.80 kg
foundation earth electrode, of 100 pcs. per carton [T
galvanised,

for round connector @ 8-10 mm,
earthing strap 30 x 3.5 mm,
length 280 mm,

installation spacing 1-1.5 m

Spécer
with attached flat conductor
(flat conductor not included in scope of supply)

100176 | Expansion strip with 1 pc. 0.70 kg
polystyrene body,

V2A stainless steel,

for routing of foundation earth
electrode through expansion joints

Anti-corrosive tapes
Art.Gr.
for wrapping of overground and underground connections 530

Weight
Art. no. Description PU per roll

Anti-corrosive tapes,
Roll length 10 m
certified by DVGW

100190 | Size: 1.5 x 50 mm 1 carton 0.71 kg
of 40 rolls

100193 | Size: 1.5 x 100 mm 1 carton 1.20 kg
of 20 rolls

Secured connection
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Lightning protection accessories

Earth rod

for use in earthing systems 533

Art. no. | Design

100205 | Earth rod for the installation 1 pc. 3.60 kg
of earthing systems,
galvanised,

Length 1500 mm,
@20 mm

100210 | Earth rod for the installation 1 pc. 3.70 kg
of earthing systems,
V4A stainless steel,

Length 1500 mm,
@20 mm

|
\

\

The earth rods have a drilled hole on one
side and a pin on the other. This produces a
self-closing coupling.

100215 | Impact tip for 1 pc. 0.04 kg
driving in the first earth rod,
bright steel

100216 | Drive-in aid for earth rod, 1 pc. 0.48 kg
bright steel

100218 | Connecting clamp for 1 pc. 0.38 kg
earth rod, galvanised,

heavy duty version with

M10 screws

for round conductors @ 8 + 10 mm
and flat conductors up to 40 mm

100217 | Connecting clamp for earth rod 1 pc. 0.30 kg
V4A stainless steel,

heavy duty version with

M10 screws

for round conductors @ 8 + 10 mm
and flat conductors up to 40 mm

Connecting clamp installed
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https://www.mastertec.eu/en/product/00100205
https://www.mastertec.eu/en/product/00100210
https://www.mastertec.eu/en/product/00100215
https://www.mastertec.eu/en/product/00100216
https://www.mastertec.eu/en/product/00100218
https://www.mastertec.eu/en/product/00100217
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